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About this document

.1. Copyright and License
Copyright (c) 2012 by Krastyo Komsalov.

Permission is granted to copy, distribute and/or modify tluicument under the terms of the GNU Free Documentation
License, Version 1.1 or any later version published by theeBoftware Foundation; with no Invariant Sections, no
Front-Cover Texts, and with no Back-Cover Texts. A copy eflihense is included iAppendix A

.2. Translations

If you know of any translations for this document, or you angeiested in translating it, please email me
<kkomsal ov@nai | . conP.

.3. Preface

The main reason for writing this document is to share my ssef how easy it is to convert a laptop into a wireless
access point on Slackware.

4. Acknowledgments

| wish to express my gratitude towards my two sons Petko Kéoasnd Viktor Komsalov who helped me with the
countless hours of their time in the redaction of this guitlee finalized form of this guide would not have been
publishable, if not for their advices and counseling duthgrooting out of inconsistencies and mistakes.

.5. Feedback

Find something wrong with this document? (Or perhaps soimgtight?) | would love to hear from you. Please email
me at «konsal ov@nai | . conP.

.6. Conventions used in this document

The following typographic and usage conventions occur igmtext:

Table 1. Typographic and usage conventions

Text type Meaning

“Quoted text” Quotes from people, quoted computer output.

term nal view Literal computer input and output captured from the
terminal.
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Text type Meaning

command Name of a command that can be entered on the
command line.

option Option to a command, as in “thea option to thels
command”.

par anet er Parameter to a command, as in “readn| s”.

commandopt i onsar gunment s Command synopsis or general usage, on a separateg
line.

filename Name of a file or directory, for example “Change to the
/ usr/ bi n directory.”

Menu—Choice Choice to select from a graphical menu, for instance:

“SelectHelp—About Mozilla in your browser.”

The author (http://www.xtrinsic.com) Click-able link to an external web resource.

Thanks to Machtelt “Tille” Garrels for this list of conveantis.

2. Introduction

The main reason for writing this document is to share my ssepof how easy it is to convert the Aspire One into
a wireless access point on Slackware and how good the Aspieeh@rdware is for this. Accidentally, | happened
to have some free time and one three year old Aspire in my hsmdislecided to do something about my growing
dissatisfaction with my home router. | live in a crowded Widfea with over 30 access points coming from the
apartments around me and my router obviously has troublésthis. What | wanted was a wireless router over
which I will have full control of all settings: log levels ctmol, ability to install additional software for traffic alyais,

a decent iptables firewall, RADIUS; in short a wireless rowtgh full Linux installed on it.

a. | chose to use Free RADIUS, since | wanted not only suppoiMPA and the ability to append eventual access
points with roaming, but also the extensibility to any usatadbase, from local flat files to LDAP. Hostapd has
its own integrated RADIUS, but the freedom of having FreeRA® was so tempting; besides the setup with flat
ASCII users file is really easy. In this configuration RADIWSsEt up to use files

b. Ipv6 and DNSSEC are here to stay and no embedded routeil tlas functionality which | have with Linux.
Ipv6 and DNSSEC configuration is not included in this HOWTQdgu but the freedom to configure them is
there.

c. | wanted to have not only a standard firewall, but the fullvpoof iptables. A simple functionality like SSH
tunnels that allows home access from school for my kids ékyrivith my router and traffic shaping is simply
not available. For this reason the Firewall Builder is imtgd in this configuration with a basic rule set. | think it
is by far the best firewall management solution on the mankeéttas free for Linux users.

d. | wanted to have at least two wireless networks "diffessid”, to open safely one of them and share some of my
bandwidth with my neighbours. This | hope will make me feskleipped-off next time | pay my internet bill.

e. The other solution OpenWrt had two disadvantages: myerasitoo weak to support OpenWrt and any router
that is powerful enough for everything that | want will cogtanly as much or more then the Aspire; which |
already have.
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2.1. Distribution News

a.fghfgh fghf fdgh lackware comes with Wicd in /Slackware¢siaare-current/extra/wicd directory and it works fine,
so simply install it. Most other collections seem to be udWaworkManager, but anyway there are no problems. 1.
Mac OS X 10.7.2 When | first tried to connect it showed a messtafeng that the certificate is not from a known
authority and offered me a check box to accept it permangthhn it asked for the username and password and
worked fine after. There is a key management program in Mas Qtfities called Key Chain Access. Here | marked
the certificate as trusted and it became green. | am not stivis iivas necessar

3. Hardware description

My Acer Aspire One has a Model KAV10, which is one of Acer'sedti models. Since then Acer has produced many
new models, but the only important part for this configunaii® the model of the wireless adapter within it. From
what | found Acer has been changing the adapter in nearlyealenmodels of Aspire. All the models | checked come
with a different adapter made by Atheros (although its ingatrto verify the producer). If you are thinking of buying
the laptop, check in advance its wireless adapter. For rtipel,anddmesgare giving this:

bash-4. 1# | spci
01: 00.0 Ethernet controller: Atheros Comuni cations Inc. AR5001
Wrel ess Network Adapter (rev 01)
03:00.0 Ethernet controller: Atheros Communications AR8121/ AR8113/ AR8114
G gabit or Fast Ethernet (rev bO0)
bash-4. 1# dnesg | grep At heros
[ 10. 367156] at h5k phy0: Atheros AR2425 chip found (MAC. Oxe2, PHY: 0x70)

This is really good news as it seems that Atheros is one ofékedupported adapters on Linux (the people from The
MadWifi project are doing excellent work).

Surprisingly Windows is giving different information:
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L: Device Manager

File  Action Miew Help
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- Camputer

| g Disk drives
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s DYDJCD-ROM drives

=2 IDE ATASATAFI controllers

| =28 Imaging devices

3 Kevboards

|y Mice and other pointing devices
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- E8 MNebwork, adapters
= - 4 Atheros ARSO07EG Wireless Network Adapter
B8 atheros ARE121/ARE113/8RE1 14 PCI-E Ethernet Controller

|48 Processors

@% 551 and RAID controllers

)., Sound, video and game controllers

| System devices
I Universal Serial Bus controllers
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If it turns out that your adapter is different from mine, yoill Wwave to investigate further in order to be sure it support
AP mode. To accomplish this you will need the/" command. You probably have it already, but for the sourak an
some documentation go to: http://linuxwireless.org/sare/Documentation/iw. The most informative syntax is:

iw list
It will give you a pretty long output. In it look for the partdhis similar to the following:

Supported interface nodes:

* | BSS

* managed
AP
AP/ VLAN
noni t or
mesh poi nt
Support ed commands:

* * * *
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If there is a line "* AP" it is good news, you have the necesggPysupport for hostapd.

If it turns out that your chipset is different from mine younceheck if it is supported on the MadWifi website. The
MadWifi website is also by far the best source of documemdtibave found. This will be one of your primary
sources of knowledge when you decide to adjust to your neggeriment or simply improve the configuration given
below.

If you do not have Linux already installed, you can boot infr&lackware or SystemRescueCd USB stick and do
some investigation on your Aspire.

The model of my old router "Linksys SRX 200" shown as part a tfthe three configurations is not important. You
may use any wireless router if you have any or avoid usingatlat you decide to permanently dedicate the Aspire
as your Wireless router.

4. Some possible network configurations

4.1. Keep your old router and append the Aspire inside, provi ding
two additional wireless networks. Configuration (a.).

OHCP
G b T
192,168 11.0/24

ssid=Welcome
oHCP
172.17.0.0/16

ceid=Acer Al
DHCP
192.168.11.0/24

192.168.1.55 .

ssid=kristo
192.168.1.0/24

SR¥200

In this configuration the Ethernet port of the Aspire is castad directly to "SRX 200". This solves the problem
of Aspire having only one Ethernet port. Two Ethernet poeguired are one for the Internet link the other for the
internal switch to provide Internet access to Ethernet eoted computers. The two wireless networks are NAT ed to
the 192.168.1.55 IP address. The reason for this is not ordyt ssid "Welcome" in a separate network and simplify
firewalling, but also to resolve some NAT and routing probdeFRirst the devices in 192.168.1.0/24 must have a route
to 192.168.11.0/24. | had no problem adding routes withimukiand Solaris, but my network printer simply has
no such thing as a routing table in its web interface. Secapgending the route in "SRX 200" is not a problem,
but "SRX 200" refuses to NAT any other network than the onenected to its interface. This is probably solvable
by sub-networking its network, but | think the next configioas (b.) and (c.) are better solutions. Even with all its
disadvantages, | think this configuration is the best stgntioint as it will not cause any disruptions or changes in
your current setup until all configurations on Aspire arealand tested; then it can easily be converted to any other.
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4.2. Using only Aspire as AP. Configuration (b.).

E _ DHEP

1724700016
19216810024 |

ssid=Welcome
DHCP
172.17.0.0/16

Cable/DSL ,
Modem S

Wian 1

Intelligent
or managed
switch

ssid=kristo
132,168.1.0/24

192.1658.1.0/24

Vian 2 - 132.168.1.

This configuration is setting you free from any later worrégesl is the optimal variant, but there is a price to pay.
Since the Aspire has only one Ethernet adapter you have &napgp second one. There are two solutions. The first
one "shown on the picture” is to use an intelligent or manayatth to VLAN the ethO. The second one is to use a
USB to Ethernet adapter, to convert one of the USB ports tertt. The drawback of the switch solution is that it
is much more expensive, though it has the advantage of speduiljty and simplicity. The USB to Ethernet adapter
is much cheaper, but it comes with a doubtful Linux drivergan and uncertain speed and reliability. There is one
more small detail to mention: depending what kind of Intésmnection you have there will be different setups for
the uplink adapter. If you use a cable connection than it kirhps to be on DHCP. In the case of ADSL (my case)
you will need to configure a PPPoE. On Slackware you simplghavun a pppoe-setup script.

4.3. Bridging between the two private networks and NATing on ly
"Welcome" public network. Configuration (c.).

Internet

DHCP
1721701416

ssid=Welcome
oHCP
172.17.0.0/16

N

= DHCP L
| 192.168.1.0r24

192.168.1.55

ssid=Acer_Al
192.166.1.0/24

ssid=Kkristo
192.168.1.0/24
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In this configuration the interfaces ethO and wlan0O are liddhe network 192.168.1.0/24 can be accessed either
through "kristo" or "Acer_A1" ssid. The DHCP server on thep#s is bind only to the wlan0_0 interface. NAT

to 192.168.1.55 is only done for 172.17.0.0/16. The compuissessing the 192.168.1.0/24 network through ssid
"Acer_A1l" are getting IP addresses from the DHCP server ¢?X'Q00". Other solutions will be available if the
DHCP server on "SRX 200" was more manageable. For examptead of bridging the two parts of 192.168.1.0/24,

it will be more elegant to subnet 192.168.1.0/24 and setupl@®helper for the part in ssid "Acer_A1l".

This configuration has two advantages. The first is that itds/both, the routing problem of the solution (a.) and
the consequent NAT'ing of the "Acer_A1". Second, it allows tAspire to be turned off while networking remains
through your old router. If you can't afford to dedicate y@spire as AP, this is the best configuration. It provides
a stable network when you do not need the Aspire and allowstgalisconnect the Aspire from the network for

personal use, while preserving a functional network.

5. Initial Configuration (a.) - installation instructions f or
all the necessary software for all configurations.

I installed all the necessary programs from the source iidasil. | left some configuration files irusr/ | ocal / et ¢
and moved some ihet c/. There are Slackware packages on SlackBuilds.org or yomeke your own if you decide
it is worth the effort, considering that installing it fromsrce is easier.

5.1. The easiest way of installing Slackware on Acer Aspire O ne

his chapter is probably unnecessary, but | love to preachtsilackware.
You need a Linux FTP server, to host a Slackware and a USB stick

First you have to create a Slackware mirror by getting th@wsai r r or - sl ackwar e- current . sh from Alien
Pastures and running it. The script will put the mirror byadéfin the/ hone/ f t p directory, which is exactly where
you need it for the last step.

After this is done insert a USB stick, go to the directory
/ hone/ f t p/ pub/ Li nux/ Sl ackwar e/ sl ackwar e- current/ usbh-and-pxe-installers

unmount the USB if it is mounted and run the script to make dgtdJSB.

/ hone/ f t p/ pub/ Li nux/ Sl ackwar e/ sl ackwar e- current/ usbh-and-pxe-installers
dmesg | grep sd

[ 86504. 700524] sdb: sdbl

[ 86504. 708517] sd 6:0:0:0: [sdb] Assuming drive cache: wite through
unount /dev/sdbl

sh usbi ng2di sk. sh -i usbboot.ing -o /dev/sdb

Boot from the USB and install the Slackware. Here is the how tdo it
http://www.slackbook.org/html/installation.html. Usea network cable (makes things easier) to
connect the laptop to the network, you will need it anyway ¢oess the machine during the configuration of the
access point, and after as your uplink.
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5.2. Kernel configuration

It is a good idea to start by recompiling your kernel. Click on.config
(http://wiki.tldp.org/KrastyoKomsalov?action=Attdeite&do=get&target=kernel.config.2.6.38.7)

to download my configuration file ihusr / sr ¢/ I i nux. This is not a fully optimized version and only the processor
is set to Intel Atom and some obviously unnecessary stutnsaved. | chose not to put here a version that is too
customized to my needs. | used thje 8 option since it makes bzlmage and modules faster. It se¢nmi gives the
best results, but on the first compilation you will not havis thidvantage. Anyway it will take forever to compile
even with the-j 8 option. It is important not to forget to reinstall the MadWdfiivers, if someday you decide to
optimize your kernel.

In case you want to keep Windows and resize its partition, libst solution is SystemRescueCd. Follow
the instructions for installing it on a USB stick from heretpWwww.sysresccd.org/Sysresccd-manual-
en_How_to_install_SystemRescueCd_on_an_USB-stitkalgood idea to archive the partitions of your Aspire, in
case you decide to return it back to the current state somédanu can afford the space to keep the images.

5.3. Remote access - XDMCP

Depending on how comfortable you feel with the small keybaard monitor of Aspire, you may consider enabling
XDMCP. Here is good guide of how to do it: http://alien.slbhokk.org/blog/running-x-window-on-ms-windows/. If
you have CygWin already installed you would not need to IhXt&Server, simply run

Xwin - quer yAspi re. | P. addr ess

from a CygWin terminal.

5.4. For consideration:

FreeRadius http://freeradius.org/ - Formally RADIUS soips necessary only if you want the following capabilities
having WPA Enterprise authentication, being able to appenict access points or authentication against external user
data bases like LDAP or Novell eDirectory. Itis also impaotte consider the choice between the standalone RADIUS
server and the hostapd integrated RADIUS support. With sayrahoices, | thought it is a good idea to explain my
arguments for choosing FreeRadius. First of all WEP in it8 2 version is acceptable for home security, but it is
so easy to configure that it takes away all the fun from the. tasits most basic configuration FreeRadius is really
easy to install and configure, which means that obtaining \WRfiires only a modest amount of effort. Configuring
RADIUS is certainly not easy (it requires a lot of patienceyl & may take days to set it up as a DAP gateway, but
it is a five minutes work in the simplest scenario as in the g{arhere with flat ASCII files. | suspect that using the
hostapd integrated RADIUS allows for a lower CPU load thaagasate RADIUS server and this has to be considered
for small embedded routers. FreeRadius though has low gsogerequirements so the dedicated Aspire can easily
run it.

If you opt for FreeRadius, you can download the latest verfiom http://freeradius.org/download.html. | used the
freeradius-server-2.1.11 version. The installation isiample as typing the command ./configure, make, make install
The following instructions can be used to configure RADIU® iwiki.freeradius.org/Basic-configuration-HOWTO.
If you used / confi gur e without additional options theuser s" file will be created inf usr /| ocal / et ¢/ r addb".

10
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« First, create some users, simply by appending at the end ef"tser" file something like:User1
Cl eartext-Password : = "passwordl"” Second, change the "secret=12345:-)"

« Second, change tHsecret=12345:-)" statement in thel i ent s. conf. No further actions are needed since all
communications in this configuration are going through tdwbbhck address that is configured by default.

« Third, copy therc.radiusd script from thefreeradi us-server-2.1.11/scripts to /etc/rc.d/.
Run the first tests of your newly installed RADIUS server wittadiusd -X" . Once you are satisfied,
insert the line Jetc/rc.d/rc.radiusd start" in the "/etc/rc.d/rc.local” file. Create the file
"/etc/rc.d/rc. | ocal _shutdown", make it executable and put the correspondiietc/rc.d/rc.radiusd stop'
in it. From now on, if there are problems with RADIUS you witidk in/ usr/ | ocal / var /| og/ r adi us. There
is also a lot of authentication related informatior uisr / | ocal / var/ | og/ r adi us/ radacct/ 127. 0. 0. 1.

- Finally, the default self-signed certificates generatethdithe installation iri / usr /| ocal / et ¢/ r addb/ cert s"
are good, but if you want your self-signed certificates tosskomething different you can generate your own. All
of the certificates are located in the RADIUS sub-directargrt s" .

5.5. Necessary:

- MadWifi project

http://madwifi-project.org/
- hostapd: IEEE 802.11 AP, IEEE 802.1X/WPA/WPA2/EAP/RADIAGthenticator

http://hostap.epitest.fi/hostapd/.
| used hostapd-0.7.3 and madwifi-0.9.4-r4167-20110827.

First, | installed MadWifi since there is a remark about hostapdREADMVE- WPS mentioning that hostapd
needs specifications about the location of the MadWifi liesar All the instructions for installing
MadWifi are found within thel NSTALL file of the source. Look in theREADME file in the source for the
necessary kernel configuration. Make the necessary changgsur kernel or simply use my kernel .config
(http://wiki.tldp.org/KrastyoKomsalov?action=Attdeile&do=get&target=kernel.config.2.6.38.7). The onlyinth
not mentioned that | thought necessary to do is to emke install* at the end, simply to be sure all is on place.

Second! installed hostapd. Here comes the most sophisticatedptré whole installation. Within the source direc-
tory (wherever you extracted it), there is a subdirectaryt apd. You need a confi g file in order to compile the
file. Copy thedef confi g file to the. confi g file in the same directory and then edit theonf i g file. Its editing
depends on the configuration that you want to build and typesithentication that you plan to support. There are
many important options that need consideration when eglitie. congi f file. For example, do you want RADIUS
and if yes with what kind of support etc. These are the chahgesle to my .config:

CONFI G_DRI VER_NMADW FI =y

CFLAGS += -1 /tnp/ 2/ madwi fi-0.9.4-r4167-20110827 # change to the madw fi source directory
CONFI G_DRI VER _NL80211=y

CONFI G_WPS=y

CONFI G_WPS_UPNP=y

CONFI G_RADI US_SERVER=y

CONFI G_| EEE80211R=y

CONFI G_DRI VER_RADI US_ACL=y

CONFI G_| EEE80211N=y

11
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And here is the link to get my .config which I called "hostapd.config
(http://wiki.tldp.org/KrastyoKomsalov?action=Attdeite&do=get&target=hostapd.config)" to
avoid confusion with the kernelconfi g. Copy it in thehost apd subdirectory and rename.itonfi g and then

"make", "make install'. Change the path to the MadWifi libraries depending on ynsiallation location choice.

CFLAGS += -1 /tnp/ 2/ madwi fi-0.9.4-r4167-20110827

| strongly recommend reading my file and also READVE and READVE- WPS that are in the same directory even if
you simply decide to use my configuration file. This will givewybetter understanding and may also spark ideas for
interesting experiments. If you decide to dig deeper, clieeldependencies between the variables inviiief i | e
"ifdef constructions". Follow the "Matrix" movie’s advia@nd "Go to the source".

Create théd et c/ host apd/ directory and copy in it at least theost apd. conf file (do not confuse it with my
host apd. confi g it is a copy of my. confi g for host apd) from the source directory. This is the changes for
configuration (a.):

#dri ver =nadwi fi

#ctrl _interface_group=0

#ssi d=t est

ssi d=Acer _Al

hw_node=g

channel =11

i eee8021x=1

eapol _key_i ndex_wor kar ound=1

nas_i denti fi er=konsal ov. honel i nux. org
auth_server _addr=127.0.0.1

aut h_server _port=1812

aut h_server _shared_secret =12345: -)
acct _server _addr=127.0.0.1

acct _server_port=1813

acct _server_shared_secret =12345: -)
wpa=1

wpa_key_ngmt =WPA- EAP
wpa_pai rw se=TKI P
wpa_gr oup_r ekey=300

wpa_gnk_r ekey=640

bss=wl an0_0

ssi d=Wel come

You may need to copy some other files and eventually create ffoyou decide to change the configuration and of
course fix the path to them host apd. conf . Here is myhosapd. conf for the network configuration (a.). It can be
used as it is, the only absolutely necessary change is toouut/ADIUS secret.

aut h_server _shared_secret =12345: -)
acct _server_shared_secret =12345: -)

At first run hostapd in the terminal, like that:
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/usr/ 1 ocal/bin/hostapd -dd /etc/hostapd/ hostapd. conf

You can either start directly with my file or with the example firom the source directory first. The example file
will create one open network witbsid=test giving you some confidence. It is a good idea to begin like b@fore
setting up the DHCP server and eventually masqueradingtha&tfirewall. This will help you pinpoint the problems
that need to be fixed. If you start two or more encrypted ssioF$CP, DNS and the firewall at once, it will be harder
to identify the source of the eventual problems. It will atmogood to test the configuration with any wireless client,
but Windows, even a simple iPod would be better. Configuringdaivs to work with RADIUS self-signed keys for
WPA is a bit tricky and it is hard to pinpoint what gives you fireblem, the client or the AP. There are two things you
may consider here: to use CCMP instead of TKIP and to switmim WPA to WPA2. | decided to leave this decision
for configuration (c.), because this is the one | will keepluman afford to dedicate my Aspire to configuration (b.).

You can get the c. host apd from http://slackbuilds.org/repository/13.0/netwdriétapd/, after you get bored look-
ing on the hostapd in a terminal and running it manually. Raett. host pd in the/ et ¢/ rc. d directory, fix the
pathsinit, callit fromy etc/rc. d/rc. 1 ocal and stop it fronrc. | ocal _shut down.

At this state your rc.local should look like this:

#!/ bin/ sh

/etc/rc.d/rc.local: Local systeminitialization script.

anything that needs to be run at shutdown tine you can
make an /etc/rc.d/rc.local _shutdown script and put those
comands in there.

#
#
#
# Put any local startup commands in here. Also, if you have
#
#
#

/etc/rc.d/rc.radiusd start

/sbin/ifconfig w an0O up
/sbin/iwconfig w an0 channel auto

route add default gw 192.168.1.1
/sbin/ifconfig w an0 192.168.11.1
/etc/rc.d/rc. hostapd start
/sbin/ifconfig wan0_0 172.17.0.1
/usr/sbin/ dhcpd wi an0 W an0_0

#EOF
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And your rc.local_shutdown:

#!/ bi n/ sh
#

/etc/rc.d/rc. hostapd stop

/etc/rc.d/rc.radiusd start

#EOF

The "/sbin/ifconfig wlanO up ; /sbin/iwconfig wlan0 channel autd commandsimc. | ocal should not be necessary,
but if you do not give them you will get an error when hostaps sege channel.

Here is my simple dhcpd.conffile:

aut horitative;
ddns- updat e- st yl e none;

defaul t-1 ease-tine 604800;
# 7 days 7x86400

mex- | ease-time 2592000;
# 30 days 30%x86400

subnet 192.168.11. 0 netmask 255. 255.255.0 {
range 192.168.11.10 192.168. 11. 100;
range 192.168.11. 150 192. 168. 11. 200;

opti on domai n-nanme "mydonai n. org";

option broadcast-address 192. 168. 11. 255;

option routers 192.168. 11. 1;

opti on dommi n-nanme-servers 192.168.11. 1, 207.164.234.193, 207.164.234.129;

subnet 172.17.0.0 netnmask 255.255.0.0 {
range 172.17.0.10 172.17. 255. 250;

opti on domai n- name "mydomnai n. org";
option broadcast-address 172.17. 255. 255;
option routers 172.17.0. 1;
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opti on domai n-nanme-servers 172.17.0.1, 207.164.234.193, 207.164.234.129;

#l og-facility local 7,

| decided to have a caching DNS server on the Aspire; it is rastdatory, but it is necessary to put your DNS servers
in thedhcpd. conf.

5.6. Optional programs:

Firewall builder by NetCitadel http://www.fwbuilder.org/ Having a firewalnot exactly an option, but you will have
to do some NAT with iptables anyway. Of course you may do it nadly but | strongly recommend Firewall Builder.
Itis from my point of view by far the best firewall managemeuitision on the market and is free on Linux. Here is a
simple script acerap.fw (http://wiki.tldp.org/Krastyokisalov?action=AttachFile&do=get&target=acerap.fenegr-
ated with it for the configuration (a.), as an example. Oni8lace, download the source and compile it and then run
Idconfig after using fnake install".

Wireshark - http://www.wireshark.org/ (http://www.fwbuilder.ofgWVireshark is unnecessary for the current config-
uration, but at some moment you certainly will want to knowaivis going on. As you are anyway in the process of
downloading and compiling, install it to have it on hand whegessary. | recommend that you put at ledsbhfigure
--enable-threads if no other option. It improves performance and the programains stable.

6. Configuration (b.) - VLAN’s and switches

For this configuration | used a Cisco Catalyst 2900 XL switem on Bell Sympatico ADSL with SpeedStream 5360
Ethernet ADSL modem, which is actually only a bridge. It ®drout that it does not matter how | configured the port
of the Cisco Catalyst, it did not detect the SpeedStreanalliyjt gave up and used one small 5 port TrendNet TE100-
SS/CA switch in between them. Since all SpeedStream 53680'g@ne nowadays, you probably will not have this
problem. DSL modems nowadays are actually routers and htsgrated PPPoE support and for this configuration it
is only necessary to VLAN the switch and ethO. | used a Cisdalgst (which is actually not so bad) only because
this is what | managed to borrow, but if you are thinking of imgya switch look for something better.

| configured two additional VLAN’s on it:

I configured two additional VLAN s on it:

VLAN Nane St at us Ports

1 def aul t active FaO/ 2, FaO/3, Fa0O/4, Fa0/5,
Fa0O/ 6, Fa0/7, FaO/8, FaO/13,
FaO/ 14, Fa0O/ 15, Fa0/ 16, Fa0/ 20,
FaO/ 21, Fa0O/22, Fa0O/23, FaO/24

2 VLANO0O2 active Fa0/9, Fa0/10, Fa0O/11, Fa0/12

3 VLANOOO3 active FaO/ 17, Fa0O/ 18, Fa0/19
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Port FAO1 is a tagged port. | am not giving the detailed conuisdn set it up, since they will depend on whatever
switch model you have.

From the side of Linux it is really easy; type the commands:
ifconfig eth0 0.0.0.0
(to remove the IP address from eth0)

iplink add link ethO nane eth0.1 type vian id 1
iplink add link ethO name eth0.2 type vlian id 2
ifconfig eth0.1 up
ifconfig eth0.2 up

Of course in "vlan id NN" the NN will have to be replaced withurd/lanID. In my case the new IP addresses are set
back like this:

ifconfig eth0.1 0.0.0.0
ifconfig eth0.2 192.168. 1. 55 netmask 255. 255. 255.0

If you like you can go with something more traditional like21968.1.1 for your future default gateway. | used eth0.1
as the uplink. If you want your physical wireless and wirethreeks to be in the same network, to mimic the behavior
of the commercial routers, you can bridge eth0.2 and wlah@c& configuration (c.) below for help with bridging.
The only real reason you may want this is to use Microsoft ™wwovup network, though in this case you should
consider installing Samba as a master browser on the Aspire.

In my case | had to setup PPPoE by runninghgoe- set up script. This will not be necessary for most people,
but if it is for you than pay attention to the last questiork@akby thepppoe- set up script) and answer it depending
on the firewall management you choose. You may encountetiawiali MTU auto discovery problems with Internet
providers such as Bell Sympatico. If it turns out that you alpée to ping external machines, but browsing barely
works if at all, you will have to use some commands like thetee in your firewall script:

iptables -A FORWARD -p tcp --tcp-flags SYN, RST SYN -j TCPMSS --cl anp-nss-to-pntu

In case you decide to use the Firewall Builder, it is only ateradf checking the check boxClamp MSS to MTU"
in firewall settings. If you want to know more about this pralcheck "Linux Advanced Routing & Traffic Control
HOWTO".

| implemented the configuration with a manageable switcherathan the one with the USB to Ethernet converter,
since to start with | have no such device. The second problighmswch devices is actually making them work. Finally
I have difficulties believing the advertised speeds of alBU& Ethernet converters that the manufacturers claim.

7. Configuration (c.) - bridging

I chose to stay with this configuration for now, since it alfome to pull my Aspire out of the network from time to
time without loosing Internet connectivity. When travedji | use my Aspire as a GPS device in combination with a
USB connected satellite antenna.
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These are the commands given in the necessary order plesidd the/ et c/rc. d/ rc. | ocal file:

#!/ bin/ sh

/etc/rc.d/rc.local: Local systeminitialization script.

anything that needs to be run at shutdown tine you can
make an /etc/rc.d/rc.local _shutdown script and put those

#
#
#
# Put any local startup commands in here. Also, if you have
#
#
# commands in there.

/etc/rc.d/rc.radiusd start

/sbin/ifconfig w an0 up
/sbin/iwconfig wl an0 channel auto

/etc/rc.d/rc. hostapd start
/sbin/ifconfig wian0_0 172.17.0.1

/sbin/ifconfig ethO up
/sbin/ifconfig w an0 up

/usr/sbin/brctl addbr brO
/sbin/ifconfig brO up
/usr/sbin/brctl addif br0O ethO
[usr/sbin/brctl addif br0O w anO

/sbin/ifconfig brO 192.168.1.55
/sbin/route add default gw 192.168.1.1
[ usr/ sbin/ dhcpd w an0_0

letc/rc.d/firewal |l /acerap_br.fw
/etc/rc.d/rc.traffic_shaping start

/etc/rc.d/rc.bind restart

#EOF

The part that concerns bridging is in bold. Bridging on Linisxreally easy and it should not cause you
any troubles. The spanning tree should be off as it is by defdurn it on only if you really know what
you are doing. The dhcpd is bound only to the wlanO to serve.177Q.0/16 addresses to the Welcome
network. The network with the Acer Al ssid is getting its Ildeesses from the "Linksys SRX 200"
DHCP server trough the bridge (it transfers broadcasts spamntly). The rc.traffic_shaping
(http://wiki.tldp.org/KrastyoKonsal ov?acti on=AttachFi | e&do=get & arget=rc. traffic_shapi ng)
script is for traffic shaping which turned out to be necesdaggause some of the clients in Welcome misbehaved
(see 6. Additional administrative tasks).

17



How to turn the Acer Aspire One into a wireless access point

Of course you will need a firewall as welllb so here is the acdrafwb
(http://wiki.tldp.org/KrastyoKomsalov?action=Attdelte&do=get&target=acerap_br.fwb) file created with th&/-+

builder project and the script acerap_br.fw (http://wllp.org/KrastyoKomsalov?action=AttachFile&do=get&get=acerap_br.fw)
it generated, really basic, but a good starting point. | dedito switch to WPA2 after using this configuration for

about one month. This required only a changevweé=1 in / et c/ host apd. conf to wpa=2 and a restart of the

hostapd. | was worried about the amount of work necessamgcanfigure all clients, but it turned out that only some

small changes to the Windows clients are required.

8. Clients setup - WPA and WPA2 with self-signed
certificates.

8.1. Linux.

Slackware comes with Wicd ihSl ackwar e/ sl ackwar e- cur rent / ext ra/ wi cd directory and it works fine, so
simply install it. Most other collections seem to be usingWwarkManager, but anyway there are no problems.

8.2. Mac OS X 10.7.2

When | first tried to connect it showed a message stating lleatertificate is not from a known authority and offered
me a check box to accept it permanently, then it asked foudlee name andpasswor d and worked fine after. There

is a key management program in Mac OS’s utilities called Kbgi@@ Access. Here | marked the certificate as trusted
and it became green. | am not sure if this was necessary, kartted to be on the safe side. | found an instruction that
recommended installing manually and in advance the cext#jdut it turned out that Mac does it for you. When you
decide to use WPA2 there will be no need to even touch a Maetéatls the change in the access point and reacts
accordingly by readjusting its settings and even reusiagtler nane andpasswor d from the previous configuration.

8.3. Itouch.

| asked my son to do it, since | only have second hand experiaitb those devices. Besides | did not want to look
for my glasses. It behaved the same way as the Mac, it asked aeeept the certificate and then asked me for the
user nane andpasswor d.

8.4. Windows 7

Do not expect to get a question about the certificate at thigtpgou will have to install the certificate in advance
by yourself. Go td usr/ | ocal / et ¢/ raddb/ cert s/ to getit, | used a USB stick. The instructions, | found online
are to create the connection manually and install the aatdias soon as the network connection setuping wizard
reaches the point of asking you for them. This did not help\&imtlows continued to complain about the certificate.

| installed it through the Internet options section withire tControl Panel, but this did not help either. | played with
the check boxes "the best Windows approach isn't it?", adddme googling. Suddenly it worked and when | tried
to connect asked me to accept the certificate (the same owd Winistalled and marked in advance as trusted in all
the possible places!!!) This is the picture with the ceréifees options.
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As if this is not enough you need to do the same for all the usersach Windows machine, even with the same
laptop the procedure for each user will be similar but unidgue only advice | have is to be persistent and it will

work. If you google the problem you will find that some peopla@y got around the problem by buying certificates

obviously it comes cheaper for big number of laptops, butlmayuitting Windows is better.

If you decide to use WPA2 Windows 7 will work fine, but it will hdetect the change automatically. The properties
change shown on the the picture above will work. The enapypshould remain TKIP. Windows 7 will ask for the
user nane andpasswor d and then it should work fine.

9. Additional administrative tasks you may consider
necessary.

9.1. Limit bad clients - bit torrent.

It did not take more than a couple of days for around thirty gfimaighbors to start using the open "Welcome" network.
Most of them turned to being modest doing mostly mail and ssunéing, but two or three bittorrent fans turned out
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to be a problem. If you decide to provide some Internet forymighbors you certainly should do something about
this problem.

You have at least two options: |[7-filter from http://I7-fitelearfoundation.com/ and ipp2p from
http://www.ipp2p.org/. During one time or another | usedibof them and the results are relatively similar.

| still prefer ipp2p as | believe it is less CPU consuming. Tpmject web page claims that the project is
discontinued. This is not exactly true, it is only discontad as a separate project for the external module. It
was moved to patch-o-matic which is today defunct. Nowadafysr netfilter.org discontinued patch-o-matic,
it was moved to xtables-addons and netfilter.org is stillpguwpit. First, do not forget to install libmnl from
http://www.netfilter.org/projects/xtables-addonsérdtml and then the xtables-addons. Then you will need
something like this:

$I PTABLES -N Bittorrent
$I PTABLES -t nmangle -N Bittorrent
$I PTABLES -t mangle -A PREROUTING -s 172.17.0.0/16 -mipp2p --bit -j Bittorrent
$I PTABLES -A INPUT -s 172.17.0.0/16 -mipp2p --bit -j Bittorrent
$I PTABLES -A QUTPUT -s 172.17.0.0/16 -mipp2p --bit -j Bittorrent
$I PTABLES - A FORWARD -s 172.17.0.0/16 -mipp2p --bit -j Bittorrent

$I PTABLES -A Bittorrent -j LOG --log-level info --log-prefix "Bittorrent

$I PTABLES -t nangle -A Bittorrent -j LOG --log-level info --log-prefix "Bittorrent m"
$I PTABLES -A Bittorrent -j DROP

$I PTABLES -t nmangle -A Bittorrent -j DROP

Most of these commands are unnecessary, just doing:

iptables -t mangle -A PREROUTING -s 172.17.0.0/16 -mipp2p --bit -j DROP

will do most of the job. You simply put it before the line
iptables -A XXXXX -m state --state ESTABLI SHED, RELATED -j ACCEPT

to get it working.

Anyway, do not expect too much from it, or from [7-filter forathmatter. They will slow down bittorrent clients
significantly, but both have problems recognizing encrgennections. At least the bittorrent clients for sure will
not be able to kill anymore all other connections. If you asésatisfied with the results of the solution just described
you should combine it with traffic shaping (next paragraph).

9.2. Traffic shaping

The decision to spend time to setting up and fine tuning traffaping depends on: the type of Internet connection
used, the number of clients you have, their behavior and imgsbrtant, will you provide some Internet for your
neighbors.

If you have a relatively fast and symmetric connection youehrzothing to worry about, but if you are on something
like ADSL and your provider has an illicit behavior than miogithe queue to your machine makes a real differ-
ence. You can read about the reasons for getting controlyawar queue here "The Ultimate Traffic Conditioner
(http://lartc.org/howto/lartc.cookbook.ultimatektml)".
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It is important to mention that since "Linux Advanced Rogtin& Traffic Control HOWTO
(http://lartc.org/howto/index.html)"  was written, lotsof things have changed, though probably the
most important new thing in the field of traffic shaping is thetérmediate Functional Block device
(http://Nlartc.org/howto/index.html)". A lot of work hasbn done in the field and you have to be really careful when
you are doing your own research since many of the online deotations and examples are outdated. Most
examples will still work fine, but often better solutions bdyeen developed.

My traffic shaping script had the following goals:

a. Move the queue to my machine.
b. Provide fairness between both my family clients and gueshe "Welcome" network.

c. Give a warranted advantage to my own clients, leaving lieaets in "Welcome" with what is left, while at the
same time warranting some bandwidth for Welcome even in mésraf heavy load. My Internet connection is
actually 99% unused anyway, but | did not want to listen to plaimts from my family.

d. Have a method to separate clients that misbehave fronrdhelc

Here is the resulting script rc.traffic_shaping. It does tWhaanted it to, but is certainly not perfect and will require
additional fine-tuning. Anyway you will have to readjustatyour conditions.

One important thing that needs to be mentioned is that lmithe outgoing traffic from a specific source, does not

lead to proportional limitation to the incoming traffic. Magreaming protocols require small amounts of outgoing

requests in order to get real floods of incoming video. As altesen class 1:13 (this is where baddies go), can seem
too restrictive with its "rate 10kbit burst 15kbit", but ittally gives them around 600kbits of download speed. This
demonstrates that in order to have precise control you reeglipe incoming connections as well.

Next is the chart of outgoing traffic shaping.
The traffic goes as follow:

From Acer_Al->1:11

From Welcome -> 1:12

Bad clients ->1:13
Between may cable clients and Acer Al ->1:2

For example the traffic is classified ptables with rules like this:
iptables -t mangle -A POSTROUTING -s 192.168.1.0/24 -d 19168.1.0/24 -j CLASSIFY --set-class 1:2

You can see how | set the classes in "Policy: Traffic_Confrobicer _br. pdf or check the detailed syntax inside
theacer ap_br . f wscript.
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The next picture represents the chart of incoming traffipsita

The traffic goes as follow:

To Acer_Al1->1:31

From Welcome -> 1:32

Bad clients -> 1:33 - nobody is there yet, but it is ready:-).
Between may cable clients and Acer_Al->1:4
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The first step in shaping the outgoing traffic is to get the ifbermediate Functional Block device
(http://lartc.org/howto/index.html)" working. It turdeout that the module does not load automatically, but | rathe
loaded it intherc. traf fi c_shapi ng script by:

/ sbi n/ modprobe ifb
ifconfig ifbO up

The next problem is really interesting look at the part ofthéraffic_shaping script pasted below:

HHHHH

# 1t is necessary to mrror both ethO and brO to ifb0 in order to have both traffics
# with destinations 172.17.0.0/16 and 192. 168. 1. 0/ 24,

# because each of them sees only one destination as outgoi ng.

# You may check it by remarking one of the mirrors and the running WreShark on ifbO.
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tc filter add dev $DEV parent ffff: protocol ip prio 10 u32 \
match ip dst 0.0.0.0/0 flowid 1: \
action mirred egress redirect dev ifbO

tc filter add dev brO parent ffff: protocol ip prio 10 u32 \
match ip dst 0.0.0.0/0 flowid 1: \

action nmirred egress redirect dev ifbO

R R R AR IAR AR

The $DEV=ethO0 is set at the beginning of the script. Thereabably a better way of directing traffic to ifb0, but this
is the only way that works for me. You will need the followingramands, to investigate and adjust the script to your
own needs:

tc class |Is dev ethO
tc class |s dev ifbO
tc -s -d qdi sc show dev ethO
tc -s -d qdi sc show dev ifbh0

tc -s class show dev et hO

9.3. Cache DNS server.

Having a cache DNS server was a great advantage in the time avieeyone thought that a 28’800 modem is lighting
fast. With today’s speed the percentage of economized hidtttis close to zero, butitis so easy to install, and besides
old habits die hard. Just maket c/ rc. d/ r c. bi nd executable. Slackware haset c/ naned. conf pre-ready. Itis

a good idea to setup regular updates of named.root by simgdifing the scriptet ¢/ cr on. nont hl y/ named. r oot

and putting the following two commands in it:

#!/bin/ sh

#

/usr/bin/wget --user=ftp --password=ftp \
http://ww. i nternic.net/zones/naned. root \
- O /var/ naned/ cachi ng- exanpl e/ naned. r oot

/etc/rc.d/rc.bind restart

9.4. Log configuration.

The dhcpd logcan be moved to separate files by three simple steps:

Putting the next line at the end of tdacpd. conf
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log-facility |local 7;

Append at the end dfet ¢/ sysl og. conf the line
| ocal 7. * -/var/ | og/ dhcpd. | og
Create an empty dhcpd.log by:

1> /var/l og/ dhcpd. | og

Of course dhcpd and syslogd need to be restarted.

iptables log. It is a tempting idea to move thiptableslog in a separate file if you use Firewall Builder or just enjoy

having extensive logs from your firewall. The complicati@rdicomes from the limited choice of-'l og- 1 evel X
available. As a result, the kernel (and not the iptables) igality doing all the filtering thus all logs go in log fatjli
"kern.*". The choice for * is limited between those level® émerg, 1 alert, 2 crit, 3 err, 4 warning, 5 notice, 6

info, 7 debud'. Besides trit" is the default level fokl ogd to send messages to the console so whatever goes on this
level inevitably goes on the console as well. You may expeninwith other levels or try changindslogd -c 3" to
something else.

Everything else is simple after these difficult choices asglen

First either change the log level setting in Firewall Builder if you wrote your own script set it to something like

"-j LOG --log-level warn --log-prefix "ny log text"".
After this is done, append at the end eft c/ sysl og. conf the line:
kern. =war n -/var/l og/ fwouil der. | og

and exclude it from

*.war n; kern. ! =warn; \
aut hpriv. none; cron. none; nai | . none; news. none -/var/l og/sysl og

If you decide to experiment with other levels, for exampietice", change the line like this:
kern. =notice /var/1 og/ fwbuil der.| og

But in the case ofriotice” you will also have to excludekern.notice" from / var/ | og/ nessages by editing the
related line insysl og. conf in a similar way yielding the line:

x.info;*.!warn; kern.!=notice;\
aut hpriv. none; cron. none; nai | . none; news. none -/var/| og/ messages

There is no perfect choice and some of your boot messagealwdls go td woui | der . | og instead of going in to
the messages or syslog files. The biggest problem are th&ueverror messages generated during the normal course
of work, which will be buried in thé wbui | der. | og.

If you want see what else goes on in the /var/log/fwbuildgrdnd iptables logs, the next command will help you:

cat /var/log/fwbuilder.log |grep RULE -v
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10. Some final words.

Over a month passed, since | started writing this documdritewreating the access point took me only three days.

During the time being the AP did not drop one connection, @pibviding coverage over almost a 100 meter diameter.
No timeout error messages occurred, which was so commohéddi.inksys SRX 200" router.

Over 30 of my neighbors started using it more or less heavitysome really heavily.

For example, while writing this:

root @cer:/var/log# cat /proc/net/ip_conntrack |grep tcp -c
565
root @cer:/var/log# cat /proc/net/ip_conntrack |grep udp -c
76

And even in a moment of heavy load, like below, not only doesrnbtwork remain stable, but it also provides a
descent speed for everyone.

IPTraf

1o 356 356 “ ' 0.00 kbits/sec
ethe 2094578 2093504 5612.00 kbits/sec

wlan0 491990 491549 4150.80 kbits/sec
wlan@_0 1104659 1100977 1154.40 kbits/sec
bro 1601317 1608114 1460.80 kbits/sec

Now | have comprehensive log files like:

Nov 21 21:29:49 acer kernel: [420579.216945] RULE 3 -- CONTINUE | N=w an0_0 OUT=br0
SRC=172.17.128. 154 DST=173.194. 31. 138 LEN=40 TOS=0x00 PREC=0x00 TTL=63 | D=58669
DF PROTO=TCP SPT=49604 DPT=80 W NDOW-0 RES=0x00 RST URGP=0

All'in all I am satisfied with the outcome. It was worth the eff@nd the result surpassed the best of all my expecta-
tions.
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A. GNU Free Documentation License

A.l. GNU Free Documentation License
Version 1.1, March 2000

Copyright (C) 2000 Free Software Foundation, Inc. 59 Termpéee, Suite 330, Boston, MA 02111-1307 USA Everyone is
permitted to copy and distribute verbatim copies of thigtige document, but changing it is not allowed.

A.2. PREAMBLE

The purpose of this License is to make a manual, textbooktharavritten document "free" in the sense of freedom:
to assure everyone the effective freedom to copy and réaliggrit, with or without modifying it, either commercially
or noncommercially. Secondarily, this License presereegte author and publisher a way to get credit for their
work, while not being considered responsible for modifimasimade by others.

This License is a kind of "copyleft", which means that detiix@works of the document must themselves be free
in the same sense. It complements the GNU General Publim&écavhich is a copyleft license designed for free
software.

We have designed this License in order to use it for manualérée software, because free software needs free
documentation: a free program should come with manualsigiraythe same freedoms that the software does. But
this License is not limited to software manuals; it can beduse any textual work, regardless of subject matter
or whether it is published as a printed book. We recommerglliliense principally for works whose purpose is
instruction or reference.

A.3. APPLICABILITY AND DEFINITIONS

This License applies to any manual or other work that costainotice placed by the copyright holder saying it can be
distributed under the terms of this License. The "Documdrgtlow, refers to any such manual or work. Any member
of the public is a licensee, and is addressed as "you".

A "Modified Version" of the Document means any work contagnthe Document or a portion of it, either copied
verbatim, or with modifications and/or translated into &eotanguage.

A "Secondary Section" is a named appendix or a front-madietien of the Document that deals exclusively with the

relationship of the publishers or authors of the Documerth&éoDocument’s overall subject (or to related matters)
and contains nothing that could fall directly within thateoall subject. (For example, if the Document is in part a

textbook of mathematics, a Secondary Section may not exptai mathematics.) The relationship could be a matter
of historical connection with the subject or with relatedttaes, or of legal, commercial, philosophical, ethical or

political position regarding them.

The "Invariant Sections" are certain Secondary Sectiorsse/litles are designated, as being those of Invariant Sec-
tions, in the notice that says that the Document is releasddnthis License.

The "Cover Texts" are certain short passages of text thdiséee, as Front-Cover Texts or Back-Cover Texts, in the
notice that says that the Document is released under théske
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A "Transparent" copy of the Document means a machine-réadaby, represented in a format whose specification
is available to the general public, whose contents can lveed@nd edited directly and straightforwardly with generic
text editors or (forimages composed of pixels) generictgaiograms or (for drawings) some widely available draw-
ing editor, and that is suitable for input to text formattergor automatic translation to a variety of formats suigbl
for input to text formatters. A copy made in an otherwise Braarent file format whose markup has been designed to
thwart or discourage subsequent modification by readeriSransparent. A copy that is not "Transparent" is called
"Opaque".

Examples of suitable formats for Transparent copies irechldin ASCII without markup, Texinfo input format, La-
TeX input format, SGML or XML using a publicly available DTnd standard-conforming simple HTML designed
for human modification. Opaque formats include PostScRPYF, proprietary formats that can be read and edited
only by proprietary word processors, SGML or XML for whicketDTD and/or processing tools are not generally
available, and the machine-generated HTML produced by seone processors for output purposes only.

The "Title Page" means, for a printed book, the title pagelfitplus such following pages as are needed to hold,
legibly, the material this License requires to appear intithe page. For works in formats which do not have any
title page as such, "Title Page" means the text near the mostipent appearance of the work’s title, preceding the
beginning of the body of the text.

A.4. VERBATIM COPYING

You may copy and distribute the Document in any medium, eitbenmercially or noncommercially, provided that
this License, the copyright notices, and the license natigéng this License applies to the Document are reproduced
in all copies, and that you add no other conditions whatso®véehose of this License. You may not use technical
measures to obstruct or control the reading or further aapgf the copies you make or distribute. However, you may
accept compensation in exchange for copies. If you digiadarge enough number of copies you must also follow
the conditions in section 3.

You may also lend copies, under the same conditions statageabnd you may publicly display copies.

A.5. COPYING IN QUANTITY

If you publish printed copies of the Document numbering nthes 100, and the Document’s license notice requires
Cover Texts, you must enclose the copies in covers that,adegrly and legibly, all these Cover Texts: Front-Cover
Texts on the front cover, and Back-Cover Texts on the backic@oth covers must also clearly and legibly identify
you as the publisher of these copies. The front cover musteptehe full title with all words of the title equally
prominent and visible. You may add other material on the e addition. Copying with changes limited to the
covers, as long as they preserve the title of the Documensatisfy these conditions, can be treated as verbatim
copying in other respects.

If the required texts for either cover are too voluminoustdéefjibly, you should put the first ones listed (as many as
fit reasonably) on the actual cover, and continue the restadfjacent pages.

If you publish or distribute Opaque copies of the Documemnhbering more than 100, you must either include a
machine-readable Transparent copy along with each Opaipye ar state in or with each Opaque copy a publicly-
accessible computer-network location containing a cotapleansparent copy of the Document, free of added mate-
rial, which the general network-using public has acces®tentbad anonymously at no charge using public-standard
network protocols. If you use the latter option, you musetedasonably prudent steps, when you begin distribution
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of Opaque copies in quantity, to ensure that this Transpaagy will remain thus accessible at the stated location
until at least one year after the last time you distribute @adque copy (directly or through your agents or retailers)
of that edition to the public.

It is requested, but not required, that you contact the astbbthe Document well before redistributing any large
number of copies, to give them a chance to provide you withpatated version of the Document.

A.

6. MODIFICATIONS

You may copy and distribute a Modified Version of the Documamder the conditions of sections 2 and 3 above,
provided that you release the Modified Version under préctbés License, with the Modified Version filling the role
of the Document, thus licensing distribution and modifisaf the Modified Version to whoever possesses a copy of
it. In addition, you must do these things in the Modified Versi

A.

- m O O

Use in the Title Page (and on the covers, if any) a titleinistfrom that of the Document, and from those of
previous versions (which should, if there were any, bedistethe History section of the Document). You may
use the same title as a previous version if the original ghkli of that version gives permission.

. List on the Title Page, as authors, one or more personstitiesiresponsible for authorship of the modifications

in the Modified Version, together with at least five of the pipal authors of the Document (all of its principal
authors, if it has less than five).

. State on the Title page the name of the publisher of the fibatiVersion, as the publisher.
. Preserve all the copyright notices of the Document.
. Add an appropriate copyright notice for your modifica@ujacent to the other copyright notices.

. Include, immediately after the copyright notices, ari®e notice giving the public permission to use the Modified

Version under the terms of this License, in the form showm@&Addendum below.

. Preserve in that license notice the full lists of Invari@ections and required Cover Texts given in the Document’s

license notice.

. Include an unaltered copy of this License.

. Preserve the section entitled "History", and its titiegd@dd to it an item stating at least the title, year, new astho

and publisher of the Modified Version as given on the Titled?dfjthere is no section entitled "History" in the
Document, create one stating the title, year, authors, abtgher of the Document as given on its Title Page,
then add an item describing the Modified Version as stateldeptevious sentence.

. Preserve the network location, if any, given in the Doautier public access to a Transparent copy of the

Document, and likewise the network locations given in theoent for previous versions it was based on.
These may be placed in the "History" section. You may omittavaek location for a work that was published at
least four years before the Document itself, or if the o@djjpublisher of the version it refers to gives permission.

. In any section entitled "Acknowledgements" or "Dedioat", preserve the section’s title, and preserve in the

section all the substance and tone of each of the contribeiorowledgements and/or dedications given therein.

. Preserve all the Invariant Sections of the Document,tened in their text and in their titles. Section numbers or

the equivalent are not considered part of the section titles

. Delete any section entitled "Endorsements”. Such a@eatiay not be included in the Modified Version.

. Do not retitle any existing section as "Endorsementsbaminflict in title with any Invariant Section.
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If the Modified Version includes new front-matter sectionsappendices that qualify as Secondary Sections and
contain no material copied from the Document, you may at yuption designate some or all of these sections as
invariant. To do this, add their titles to the list of Invari€Sections in the Modified Version’s license notice. These
tittes must be distinct from any other section titles.

You may add a section entitled "Endorsements”, providedritains nothing but endorsements of your Modified Ver-
sion by various parties--for example, statements of pegeweor that the text has been approved by an organization
as the authoritative definition of a standard.

You may add a passage of up to five words as a Front-Cover Trekia @assage of up to 25 words as a Back-Cover
Text, to the end of the list of Cover Texts in the Modified VersiOnly one passage of Front-Cover Text and one
of Back-Cover Text may be added by (or through arrangemeaterby) any one entity. If the Document already
includes a cover text for the same cover, previously addegooyor by arrangement made by the same entity you
are acting on behalf of, you may not add another; but you mphace the old one, on explicit permission from the
previous publisher that added the old one.

The author(s) and publisher(s) of the Document do not byt tieisnse give permission to use their names for publicity
for or to assert or imply endorsement of any Modified Version.

A.7. COMBINING DOCUMENTS

You may combine the Document with other documents releasédruhis License, under the terms defined in section
4 above for modified versions, provided that you include en¢bmbination all of the Invariant Sections of all of the
original documents, unmodified, and list them all as Invarisections of your combined work in its license notice.

The combined work need only contain one copy of this Licease, multiple identical Invariant Sections may be
replaced with a single copy. If there are multiple Invari@ettions with the same name but different contents, make
the title of each such section unique by adding at the end, af parentheses, the name of the original author or
publisher of that section if known, or else a uniqgue numbeak&ithe same adjustment to the section titles in the list
of Invariant Sections in the license notice of the combinedwv

In the combination, you must combine any sections entitlégtory” in the various original documents, forming
one section entitled "History"; likewise combine any seat entitled "Acknowledgements”, and any sections edtitle
"Dedications". You must delete all sections entitled "Ersgonents."

A.8. COLLECTIONS OF DOCUMENTS

You may make a collection consisting of the Document andratbeuments released under this License, and replace
the individual copies of this License in the various docutaerith a single copy that is included in the collection,
provided that you follow the rules of this License for veitratopying of each of the documents in all other respects.

You may extract a single document from such a collection,disigibute it individually under this License, provided
you insert a copy of this License into the extracted docurraard follow this License in all other respects regarding
verbatim copying of that document.
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A.9. AGGREGATION WITH INDEPENDENT WORKS

A compilation of the Document or its derivatives with otheparate and independent documents or works, in or on
a volume of a storage or distribution medium, does not as demtmunt as a Modified Version of the Document,
provided no compilation copyright is claimed for the comfibn. Such a compilation is called an "aggregate”, and
this License does not apply to the other self-contained svtrtks compiled with the Document, on account of their
being thus compiled, if they are not themselves derivativeka of the Document.

If the Cover Text requirement of section 3 is applicable &sthcopies of the Document, then if the Document is less
than one quarter of the entire aggregate, the Document’siC@xts may be placed on covers that surround only the
Document within the aggregate. Otherwise they must appeaowers around the whole aggregate.

A.10. TRANSLATION

Translation is considered a kind of modification, so you migjrithute translations of the Document under the terms
of section 4. Replacing Invariant Sections with translaioequires special permission from their copyright hader
but you may include translations of some or all Invariant®@s in addition to the original versions of these Invatian
Sections. You may include a translation of this License jgied that you also include the original English version of
this License. In case of a disagreement between the traorskand the original English version of this License, the
original English version will prevail.

A.11. TERMINATION

You may not copy, modify, sublicense, or distribute the Duent except as expressly provided for under this License.
Any other attempt to copy, modify, sublicense or distribilte Document is void, and will automatically terminate
your rights under this License. However, parties who hageived copies, or rights, from you under this License will
not have their licenses terminated so long as such partiesinan full compliance.

A.12. FUTURE REVISIONS OF THIS LICENSE

The Free Software Foundation may publish new, revisedmessif the GNU Free Documentation License from time
to time. Such new versions will be similar in spirit to the ggat version, but may differ in detail to address new
problems or concerns. See http://www.gnu.org/copyleft/.

Each version of the License is given a distinguishing versiamber. If the Document specifies that a particular
numbered version of this License "or any later version" gt it, you have the option of following the terms and
conditions either of that specified version or of any latesian that has been published (not as a draft) by the Free
Software Foundation. If the Document does not specify amersumber of this License, you may choose any version
ever published (not as a draft) by the Free Software Fouorilati
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A.13. How to use this License for your documents

To use this License in a document you have written, includemy ©f the License in the document and put the
following copyright and license notices just after theetipage:

Copyright (c) YEAR YOUR NAME. Permission is granted to cogistribute and/or modify this document under the terms
of the GNU Free Documentation License, Version 1.1 or arer ka¢rsion published by the Free Software Foundation; with
the Invariant Sections being LIST THEIR TITLES, with the Rtd@Cover Texts being LIST, and with the Back-Cover Texts
being LIST. A copy of the license is included in the sectiotitisd "GNU Free Documentation License".

If you have no Invariant Sections, write "with no Invariargc8ons" instead of saying which ones are invariant. If
you have no Front-Cover Texts, write "no Front-Cover Tekistead of "Front-Cover Texts being LIST"; likewise for
Back-Cover Texts.

If your document contains nontrivial examples of progrardesave recommend releasing these examples in parallel
under your choice of free software license, such as the GNbkefé¢ Public License, to permit their use in free
software.
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